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PUBLIC WORKS DEPARTMENT
RIGHT-OF-WAY PERMIT
Permits are only issued from May 1st until October 1st each year. 
Please plan accordingly.
All construction must be completed by October 15th.
$250.00 Permit Fee (non-refundable)
*Temporary Access Permits Available Year Round*




	APPLICANT INFORMATION

	APPLICANT - COMPANY NAME:
Click or tap here to enter text.

	CONTACT PERSON:
Click or tap here to enter text.

	ADDRESS:Click or tap here to enter text.
	EMAIL:Click or tap here to enter text.

	CITY/STATE/ZIP:Click or tap here to enter text.
	PHONE:Click or tap here to enter text.

	OWNER INFORMATION:
Click or tap here to enter text.

	ENGINEER - COMPANY NAME:
Click or tap here to enter text.


	PROJECT LOCATION

	ADDRESS OR CROSS STREET(S):Click or tap here to enter text.
WINTER PARK, COLORADO 80482

	PROJECT DATES

	PRECONSTRUCTION MEETING DATE: Email ROW@wpgov.com with suggested date/time to request Preconstruction Meeting
APPROVED HOURS OF CONSTRUCTION: 7:00 AM – 7:00 PM ***
***NO WORK WILL TAKE PLACE WITHIN THE DOWNTOWN CORRIDOR DURING SPECIAL EVENT WEEKENDS AS DESCRIBED IN REQUIREMENT (F.) BELOW***
CONSTRUCTION START DATE:Click or tap here to enter text.
CONSTRUCTION END DATE:Click or tap here to enter text.
*Job must be finished, and the Right-of-Way restored to its original condition by the end date. Failure to do so is a violation of state and local codes. Only one permit extension may be granted by calling the Public Works Department at (970)726-8081x214 or email to ROW@wpgov.com.

	
PRECONSTRUCTION MEETING REQUIREMENT: 
A scheduled preconstruction meeting with Town staff is required in the Downtown Corridor. See attached map for limits. Upon review of a complete application, applicant will be notified of their preconstruction meeting requirement or provided a written exemption at the discretion of the Town of Winter Park Public Works Department. 
Requested Preconstruction Meeting Date: Click or tap here to enter text.


	UNCC Locate Ticket Number:  Click or tap here to enter text.

	
CUT INFO
	WORK
DESCRIPTION
	
WORK TYPE
	TRAFFIC
CONTROL
	INSTALL LOCATION

	Asphalt☐
	Boring☐
	Water (min depth 9’)☐
	Flaggers☐
	In the road☐

	Concrete☐
	Jacking☐
	Sewer (min depth 9’)☐
	One Lane Closure☐
	In the ditch☐

	Curb & Gutter☐
	Trenching☐
	Electric (min depth 48”)☐
	Road Closure☐
	In the shoulder☐

	Sidewalk ☐
	Sawcut ☐
	Gas (min depth 36”)☐
	Parking Restriction☐
	Other☐

	Landscape ☐
	
	Telephone (min depth 36”)☐
	Sidewalk ☐
	Click or tap here to enter text.
	
	
	Cable (min depth 36”)☐
	Other☐
	

	
	
	Fiber Optics (min depth 48”)☐
	
	

	
	
	Drainage ☐
	
	

	
	
	Temporary Access ☐ *	
	

	FOR ANY ROAD CLOSURE, YOU MUST FOLLOW THE STEPS OUTLINED
 IN REQUIREMENT (E.). NO EXCEPTIONS.
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INSTRUCTIONS FOR RIGHT-OF-WAY USE PERMIT
1. One (1) application must be completed for each installation. 
2. A cost estimate, including quantities for expected materials and labor, to repair the Right-of-Way and all its hardscapes, softscapes, and structures to their original condition, must accompany this application. Contractor is required to complete the spreadsheet Project Cost estimate form that is downloadable on the Town Website. 
3. A site plan, including applicable cross-section details of the proposed work must accompany this application and must show the placement of the utility or Town road access.
4. A detailed traffic control plan, including signage and distances, must accompany this application.
5. Application must be completed and signed by the applicant. Incomplete applications will be denied.
6. This application must be submitted to the Public Works Department (in person) 80500 US Highway 40, Winter Park, CO (or) email to ROW@wpgov.com. The Town has 5 business days to review the application for completeness and provide notice of either a required Preconstruction Meeting or written exemption and Approved Right-of-Way Use Permit ("Right-of-Way Permit"). All Preconstruction meetings will be scheduled at the discretion and availability of the Town Staff. Approval of the ROW Permit is not guaranteed during the Preconstruction Meeting as the Town reserves the right to review and coordinate the ROW Permit's impact across all Town Agencies.  
7. All other required documentation must be attached and submitted with the Right-of-Way Permit Application. 
8. Except in cases of emergency, as defined by the Town of Winter Park Standards and Specifications for Design and Construction, no work shall begin until a valid permit has been issued by the Town of Winter Park. This application is not a valid permit until approved and signed by a Town Official. Any construction started prior to permit issuance will result in a penalty not to exceed $2,650 for each separate violation against the applicant and may result in a criminal violation. Each day of violation shall be considered a separate offense.
9. Except in cases of emergency, as defined by the Town of Winter Park Standards and Specifics for Design and Construction, all hardscape surface installations must be completed by October 15th and all softscapes and/or landscaping areas must be stabilized. Any construction activities involving asphalt, concrete, paving, masonry within the public right-of-way or landscape and softscape stabilization taking place past October 15th is in violation of the terms of the Right-of-Way Permit. Any construction under the Right-of-Way Permit taking place past October 15th will result in a penalty not to exceed $2,650 for each separate violation against the applicant and may result in a criminal violation. Each day of violation shall be considered a separate offense.  
10. A permit fee of $250 is required with the submittal of this application. If the installation is continuous over multiple street crossings, the applicant must note the full limits of disturbance. If the installation is continuous over multiple street crossings within the Downtown Corridor, or its scope deemed a substantial impact to public safety by the Town, the application may be subject to further review.  
11. Applicants must have a current Winter Park Business License and proof must accompany this application. 
12. Prior to issuance of a Right-of-Way Permit, pursuant to Section 5-2-3 of the Town Code of Winter Park, applicants must provide proof acceptable to the Town of an insurance policy or Certificate of Insurance that meets the coverage requirements.  Coverage requirements can be found on page six (6) of this application. If applicant fails to procure or maintain insurance policies providing the required coverage and minimum limits, the Town may immediately revoke the Right-of-Way Permit. Coverage must be held in the name of the applicant, except in the case of active franchise agreements on file with the Town.
13. Prior to the issuance of Right-of-Way permit, every applicant shall defend, indemnify, and hold harmless the Town, its officers, employees, agents and their insurers from and against all liability, claims, costs, and demands on account of injury, loss or damage, including, without limitation, claims arising from bodily injury, personal injury, sickness, disease, death, property loss or damage, or any other loss of any kind whatsoever, which arise out of or are in any manner connected with the permit issued, to the extent such injury, loss or damage is attributable to the act, omission, error, professional error, mistake, negligence or other fault of the applicant, the applicant’s employees, subcontractors or anyone else employed directly or indirectly by any one (1) of them or by anyone for those acts any of them may be liable.  The acceptance of a permit shall constitute such an agreement by the applicant. The applicant shall defend, investigate, handle, respond to and provide defense for and defend against any such liability, claims or demands at the sole expense of the applicant or, at the option of the Town, agree to pay the Town or reimburse the Town for defense costs incurred by the Town in connection with any such liability, claims or demands.  The applicant shall, to the fullest extent permitted by law, defend and bear all other costs and expenses related thereto, including court costs and attorney fees, whether any such liability, claims or demands alleged are groundless, false or fraudulent
14. Prior to the issuance of the Right-of-Way Permit, every applicant shall provide the Town with a guarantee in an amount equal to one hundred and ten percent (110%) of the contractor’s estimate of the cost of the work to be completed under the scope of this permit. The irrevocable letter of credit shall run for a period of at least two (2) years beyond the anticipated initial acceptance date of the work identified on the permit. The surety holder and the applicant must be the same entity. The applicant, by receipt of a Right-of-Way Permit, expressly warrants and guarantees complete performance of the work in a manner acceptable to the Town, warrants and guarantees all work done by the applicant for a period of two (2) years after the date of initial acceptance, and agrees to maintain upon demand and to make all necessary repairs during the two-year period.
15. All work done must comply with the Town of Winter Park Standards and Specifications for Design and Construction, Title 5, Chapter 2 of the Town Code of Winter Park as amended, and all requirements listed in the “Requirements” section of this application.

REQUIREMENTS
A. A valid Right-of-Way Permit must be issued by the Town of Winter Park prior to any construction within the right-of-way.
B. Applicants are required to call for all utility locates, mark the worksite and provide the UNCC locate ticket number prior to submitting an application. It is the responsibility of the applicant to refresh all utility locate marks, prior to engaging in or during construction activities. 
C. Utilities must be buried to a minimum depth as required by the appropriate utility company. 
a. (Any utility not buried to minimum depths will be the responsibility of the utility company after the guarantee period)
D. Roadways must always be capable of re-opening for emergency vehicles.
E. FOR ANY ROAD CLOSURES. Applicants must send an email to roadclosures@wpgov.com and provide the following information: street/road name, date of road closure, time of closure, detour routes, expected time to reopen, nature of work requiring the road closure, and contact information including name and phone number. When the road re-opens, applicant must send another email to roadclosures@wpgov.com stating that the street/road has reopened. Failure to perform these steps for a road closure will result in a fine and the suspension or revocation of any and all other open permits and permit application(s) pending for the applicant. 
F. Sidewalks, access, and traffic lanes must be open Thursdays from 3:00 p.m. through Monday at 7:00 a.m. Construction can only take place during approved construction hours unless an exemption is provided by the Town Manager. No Work will take place within the Downtown Corridor during posted annual Rendezvous Event Center festivals at Hideaway Park including, but not limited to, Winter Park Jazz Festival, Blues from the Top, and Revel in the Park. It is the responsibility of the applicant to review the Events calendar at www.playwinterpark.com and coordinate construction scheduling and project phasing accordingly. During scheduled Event weekends, all work must stop the Thursday at 3:00 p.m. before Special Events and no work can continue until the following Monday at 7:00 a.m. All active projects planned during Special Events must restore access and safety to all disturbed public and public adjacent ways. Contractors are required to review measures of restoration, including temporary measures during mandatory Preconstruction meeting for projects impacting the Downtown Corridor. 
G. Applicant must provide notice to Town of Winter Park Public Works Department Staff in the event of changes to Construction Activities or Contractor Means and Methods based on unforeseen conditions determined in the field. Failure to provide notice may result in a fine and the suspension or revocation of any and all open permits and permit application(s) pending for the applicant. 
H. A copy of this permit application shall always be available for inspection at the work site.
I. Upon completion of underground work, backfill, and/or compaction, the restoration of all hardscapes to their finished condition, including asphalt and concrete surfaces, must be completed within 10 days. Temporary patches are not permitted after completing final backfill and compaction activities. 
J. After completion of work operations, the applicant shall notify the Public Works Street Superintendent or designee either by phone or by email (ROW@wpgov.com) and an inspection shall occur. During the inspection, applicant is required to email photos of bedding, required utility marking tape, completion of lifts, and proof of all structural reinforcement. Initial acceptance shall be made if all work meets Town and permit standards. Further, approximately thirty (30) days prior to the expiration of the two-year guarantee, the applicant shall notify the Town of the need for a final inspection. If the worksite fails inspection upon completion of installation, applicant has ten (10) calendar days after notification to repair the worksite to the Town of Winter Park Standards and a re-inspection fee of $100 shall be assessed. If the worksite fails a second inspection, the Town reserves the right to have the work performed by a third-party contractor of the Towns choice and the work shall be billed to the permit holder.
K. Backfill on any cuts made to paved surfaces are required to meet the most recent CDOT Standards.
L. A compaction test is required and must be certified by a professional Geotechnical Engineer. Documentation of the test is required at the time of Inspection.
M. Applicants must schedule an inspection with the Public Works Street Superintendent. Please email requests to ROW@wpgov.com.
N. The Town of Winter Park Public Works Department will randomly inspect depths of utilities placed in Right-of-Ways.
O. Photo documentation will be required prior to the closure of all open trenches, placement of flowable fill, the patch, or the Engineers passing compaction test.
P. All Flaggers must be CDOT Certified (including appropriate apparel) as outlined in MUTCD Requirements.
Q. The Town will require boring, when applicable, on all asphalt roads resurfaced or constructed less than five (5) years ago. Age of asphalt will be provided during the review of the application. 
R. Any road cuts within paved Right-of-Ways older than five (5) years will require proof of a density test meeting minimum Town standards either by compaction or flowable fill.
S. Vegetation and Landscaping disturbed during the execution of this ROW permit will be required to be restored by the applicant per Town of Winter Park Standards. All softscape stabilization must be complete prior to October 15th. 
T. Failure to perform under any one (1) permit issued to the applicant may result in the suspension or revocation of any and all other open permits and permit applications pending for applicant.
(The remainder of this page intentionally left blank)

AGREEMENT:
By signing below, I hereby acknowledge that I have read and understand the REQUIREMENTS of this permit application.

Click or tap here to enter text.
________________________________________________
Authorized Signature	
Click or tap here to enter text.
________________________________________________
Date			

















TOWN OF WINTER PARK INSURANCE REQUIREMENTS

Prior to the issuance of a Right-of-Way Permit, pursuant to Section 5-2-3 of the Town Code of Winter Park, applicants must provide proof acceptable to the Town of an insurance policy or certificate that meets the coverage requirements as follows: 
(1) Workers' Compensation Insurance and Employers' Liability Insurance with minimum limits of $500,000.00 each accident.
 (2) Commercial General Liability Insurance with a minimum limit of $1,000,000.00 for all damages arising out of bodily injury, personal injury (including coverage for employee and contractual acts), including death, at any time resulting therefrom, arising out of any one (1) occurrence, and not less than $2,000,000.00 general aggregate for all damages arising out of bodily injury, including death, at any time resulting therefrom, during the policy period.  This policy shall also include coverage for blanket contractual and independent contractor risks.  The limits of commercial general liability insurance for broad-form property damage (including products and completed operations) shall be not less than $1,000,000.00 for all damages arising out of injury to or destruction of property in any one (1) occurrence, and not less than $2,000,000.00 for all damages arising out of injury to or destruction of property, including the Town's property, during the policy period.  The commercial general liability insurance policy shall include coverage for explosion, collapse and underground hazards, and a severability of interests’ provision.
(3) Protective Liability and Property Damage Insurance covering the liability of the Town shall be obtained and maintained during the life of the permit.  The limits shall be increased to the same limits as described above for the applicant's Commercial General Liability Insurance.
(4) Comprehensive Automobile Liability Insurance with minimum combined single limits for bodily injury and property damage of not less than $1,000,000.00 each occurrence, $1,000,000.00 aggregate with respect to each of the applicant's owned, hired and non-owned vehicles assigned to or used in performance of the services, and a severability of interests’ provision.  The applicant shall be solely responsible for any deductible losses under any policy required, and the Town shall be named as additional insureds on all insurance policies and certificates.  The insurance provided by the applicant shall be primary to insurance carried by the Town and all other additional insureds, and the principal defense of any claims resulting from the applicant's obligations shall rest with the applicant's insurer.   
The Certificate of Insurance shall identify the permit issued by the Town and the coverage afforded.  The applicant shall be responsible for notifying the Public Works Director within two (2) business days of the cancellation or substantive change to any insurance policy. If the applicant fails to procure or maintain insurance policies providing the required coverage, conditions, and minimum limits, the Town may immediately revoke the Right-of-Way Permit.







Downtown Corridor Map
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PAVEMENT UTILITY CUT AND PATCH
PART 1 – GENERAL
1.1 Description
This work consists of sawcutting, excavation, backfill, and permanent restoration of asphalt pavement disturbed by utility installations, repairs, or removals within the Town of Winter Park (“Town”) right‑of‑way, including existing roadways, sidewalks, bike paths, driveways, curbs, gutters and other surfaces. 
Private improvements shall be replaced to equal or better standards, subject to Town acceptance. Damaged sections of concrete sidewalk curb and/or gutter shall be removed and replaced to the nearest control joint. Replacement of less than a 10-foot length of curb and gutter or sidewalk will not be permitted. Integral curb, gutters, and/or sidewalk shall be replaced in their entirety as determined by the Town Engineer. Private improvements shall be replaced to equal or better standards. 
Cuts will not be allowed on streets that have been paved, overlaid or sealcoated within two (2) years, except for emergency repair of existing facilities or when approved by the Town Engineer. 
1.2 Standards
· Town of Winter Park – Flexible Paving Specification
· Town of Winter Park Code, Chapter 5‑3 – Street and Utility Improvements 
· CDOT Standard Specifications (latest edition), Sections 401, 403, and 412 (as applicable)
1.2 Permits and Inspections
All work within public right‑of‑way shall be performed under a Town‑issued permit and is subject to inspection and acceptance by the Town Engineer or designee.
PART 2 – MATERIALS
2.1 Hot Mix Asphalt
· Conform to Town of Winter Park Flexible Paving Specifications
· Asphalt mix designs and aggregate base materials shall be approved by the Town Engineer at least one (1) week prior to paving. Submittals shall meet the requirements in the Flexible Paving Specifications.
· Cold weather or late-season paving procedures shall be submitted when applicable.

2.2 Backfill
· Flowable fill or Class 6 Aggregate Base Course compacted to a minimum of 95 percent of maximum density.
· Native trench backfill is not permitted within paved areas.
· Flowable fill is the default requirement unless otherwise approved.
PART 3 – CONSTRUCTION REQUIREMENTS
3.1 Sawcutting
The Town shall be notified 24 hours in advance and shall inspect utility cuts whenever they are made in the public rights-of-way. All cuts within the Town’s right-of-way require a ROW/Construction Permit and approved Traffic Control Plan. 
Existing pavements may be removed by saw cutting to straight lines parallel and perpendicular to the flow of traffic. Prior to final patching, pavements shall be cut to clean, straight lines. Angled and irregular shaped patches will not be allowed, and the edges of patches shall not fall within two feet (2') of existing wheel paths. Patches shall not leave strips of existing pavement less than three feet (3') in width from the edge of the new patch to the lip of the gutter, edge of paved roadway surface, or edges of existing patches. Patches on all streets shall be four sided, with sides either parallel or perpendicular to the direction of traffic. 
Patches within existing patches will not be accepted. Boundaries of the patches will coincide. 
Asphalt pavements shall be removed by saw cutting prior to final patching (asphalt pavements may also be milled). Care shall be taken to avoid breaking away the edges of the existing pavement or damaging the remaining pavement with heavy construction equipment. Any overbreak or separation outside the original cut shall be re-cut and squared off.
3.2 Trench/Patch Geometry
· Minimum patch width: Trench width + 6-feet in all directions
· Longitudinal cuts shall be widened to the nearest lane line or joint when directed by the Town
· Cuts over twelve feet (12') in width or one-hundred feet (100') in length shall require the use of a self-propelled paver. All other cuts shall require the use of a paving box. 
· Cuts of over two-hundred feet (200') in length on streets that have been overlaid within 8 years will require milling and a minimum three inch (3”) HMA grading Sx overlay placed with a self-propelled paver from the gutter or edge of asphalt to the center line of the street on residential streets, and to adjacent lane lines on collector and arterial streets. 
· Cuts of over two-hundred feet (200') in length on streets that have been sealcoated within 3 years will require re-sealcoating of the entire street width for the length of the cut. 
· Trenches or patches disturbing 50 percent or greater of the existing roadway by area within the project limits must be repaired to the full width of the roadway. 
· Trenches or patches separated by less than 15-feet in length or width shall be milled and overlaid between road cuts. 
In lieu of performing the overlaying or sealcoating described above, the Permittee may be allowed to pay the Town the cost of overlay or sealcoat of the required street sections using contract unit prices from the Town’s current year pavement program, plus an administrative fee of 10% of the cost. The work will then be completed by the Town as part of the following year’s program. 
Upon completion of the permanent patch, the surface shall be thoroughly compacted, smooth, and free from ruts, humps, depressions, or irregularities and shall not separate from pre-existing adjacent pavement. When a straightedge ten feet (10') long is laid across the permanent patch both parallel to the centerline of the street and in a direction perpendicular to the centerline, the surface shall not vary more than ¼-inch from the lower edge of the straight edge. Patches exhibiting deviations greater than ¼-inch shall be replaced prior to acceptance of the patch. Patches separating from pre-existing adjacent pavement more than ¼-inch shall be replaced or sealed as directed by the Town. Patches shall have a cross slope consistent with the design of the existing roadway.
3.3 Backfill and Compaction
Excavation, including the manner of supporting excavation and provisions for access to trenches, shall comply with current OSHA regulations for trench safety. 
Trench backfill shall consist of a flowable backfill. On-site structural excavated material or approved imported fill may only be used with the approval of the Town Engineer and if the trench width is greater than eight feet (8') and a full-size, self-propelled compactor can be utilized to achieve the required compaction. 
In areas where lime treated sub-base, cement modified sub-base, soil cement, or similar materials have been used, the Permittee shall replace the material in kind or provide flowable backfill up to sixteen inches (16”) below finished grade. Flowable backfill shall consist of a controlled low strength, self-leveling concrete material composed of a mixture of cement, fly ash, aggregate, water, and chemical admixtures. 
Flowable backfill shall have a design compressive strength of between 50 and 150 psi at 28 days when tested in accordance with ASTM D 4832. The mix should have a design slump between 6 and 10 inches. 
Flowable backfill shall be discharged directly from the truck into the space to be filled, or by other methods approved by the Town. The mix may be placed partial-depth or full depth. When used as backfill in the pipe zone, care should be taken to prevent flotation or misalignment of the pipe by means of straps, soil anchors or other approved means of restraint. Material may be placed in stages with initially less flowability, to prevent movement or flotation of pipe. Compaction of flowable backfill will not be required. 
Placement of pavement materials or vehicle traffic shall not be allowed until the flowable backfill has achieved a penetration resistance of at least 600 psi using a hand-held penetrometer, in accordance with ASTM C 403. A traffic plate or barricading of the patch area will be required until temporary or permanent patching is completed, as per the approved traffic control plan. Traffic will not be allowed directly on the flowable backfill material. 
The alternative to the use of flowable backfill is the use of structural on-site excavated material or approved imported fill. On-site excavated material or imported fill used for backfill shall be compacted to the density and moisture content outlined below:






Table 1
Backfill Compaction and Moisture Requirements:

	
AASHTO Classification
	Required Compaction
	Optimum Moisture Tolerance

	A-1, A-2-5, A-2-7, A-3 A-4, A-5
	Min. 95% of AASHTO T180
	-3 to +3

	A-2-4, A-2-6, A-6, A-7
	Min 95% of AASHTO T99
	0 to +3


Backfill material must be placed and compacted in maximum eight inch (8") loose lifts, unless compaction equipment is used that allows larger lift thickness, as approved by the inspector. 
The Permittee shall be responsible for testing of trench backfill. Testing shall be done under the direction of a professional engineer licensed in the State of Colorado. Minimum testing frequency shall be one density test for each two vertical feet of backfill for each 100-LF or 500-SF. In no case shall there be less than three tests in any trench with the tests distributed from two feet above the utility line to the subgrade. Test results shall be provided to the Town prior to placement of the asphalt. Failure to provide timely documentation of testing will result in removal and replacement of the backfill and pavement at the Permittee’s expense or in-place testing at the Permittee’s expense.
3.4 Asphalt Replacement Patches
3.4.1 Temporary Patch
Temporary patches will not be allowed without prior approval by the Town Engineer. 
If permanent pavement patches are not constructed immediately following utility cut backfilling operations, temporary pavement patches consisting of minimum of three inches (3-in) of HMA may be utilized to provide the required number of paved travel lanes. Temporary pavement patches may be left in place for a maximum of 14 calendar days, unless otherwise required by the Town Engineer, following completion of backfilling operations. Temporary patches must be inspected daily by the Permittee and maintained by the Permittee to the following tolerances at all times. 
When a ten foot (10') straight edge is laid across the temporary patch both parallel to the centerline of the street and in a direction perpendicular to the centerline, a rut, hump, or depression of more than one-half inch (1/2”) shall not be present. Deteriorated temporary patches exhibiting ruts, humps, or depressions more than one-half inch (1/2”) shall be repaired or replaced immediately by the Permittee upon notification from the Town.
3.4.2 Permanent Patch
The Town Engineer shall be notified 24 hours in advance of placement of a permanent patch. 
Prior to placing a permanent patch, the existing pavement shall be sawcut or milled to a neat straight line. Asphalt pavement shall be sawcut or milled as indicated in the Asphalt Pavement Patchback Detail. Pavement shall match the existing pavement total and lift thickness.
In no case shall the patch thickness be less than the existing adjacent pavement.

Asphalt pavement shall be neatly sawn or milled and removed as indicated in the Asphalt Pavement Patchback Detail. Asphalt pavement shall meet CDOT specifications for grading S or Sx. Binder material shall be PG 58-28. Compaction shall be between 92 and 96 percent of the maximum specific gravity, CP-51. Average compaction of less than 92 percent will be cause for rejection. A tack coat shall be applied to all edges of the existing pavement prior to final patching. Maximum lift thickness on asphalt patches is three inches (3"). The Permittee shall be responsible for compaction testing on asphalt patching for trenches. A minimum testing frequency shall be one compaction test on each lift placed, for each 200-LF or 500-SF of patch. In all cases there shall be at least one test on each lift for any patch that exceeds the size limits shown above.
3.5 Surface Tolerances
· Finished surface shall not vary more than ¼ inch from adjacent pavement
· No depressions, humps, or birdbaths allowed
3.6 Concrete Sidewalks, Bike Paths, Driveways, Curb and Gutters, Other Structures
If an excavation cuts a concrete sidewalk, bike path, driveways, curb and gutter, or other structure, a neat saw cut shall be made one foot (1’) back from each side of the excavation to undisturbed soil; the concrete shall be removed to the nearest joint. All broken material shall be removed. Once the excavation is backfilled and subgrade compacted to 95 percent compaction, the structure shall be replaced with concrete meeting CDOT specifications for Class B concrete.
3.7 Pavement Markings and Loop Detectors
All traffic control devices removed or disturbed during construction must be replaced upon completion of the permanent patch including but not limited to signs, paint, thermoplastic or preformed plastic pavement markings, and traffic signal detector loops. Temporary lane lines and other markings used during construction shall be permanently removed, to the satisfaction of the Town Engineer, prior to placing the new traffic stripes or markings.	
3.8 Gravel and Other Unpaved Surfaces 
Excavations in gravel or other unpaved streets and alleys shall be backfilled in the same manner as excavations in paved streets. The final surface shall be six inches (6") of compacted CDOT Class 6 aggregate base course material. Recycled concrete or asphalt may be used upon approval by the Town Engineer.

3.9 Erosion and Sedimentation Control

Appropriate erosion and sedimentation control best management practices meeting or exceeding Town requirements shall be installed and maintained. 




3.10 Traffic Control
All streets shall be kept open to traffic by the Permittee unless otherwise approved by the Town Engineer. Prior to beginning work, a traffic control plan must be submitted to and approved by the Town Engineer. All barricading and traffic control devices shall follow the approved traffic control plan.
PART 4 – WARRANTY AND MONITORING
All cuts and patches shall be warranted for two years. Warranty period begins upon Town acceptance of the permanent patch. During the warranty period, the Permittee shall be required to repair any defects in the final asphalt or concrete patch including, but not limited to: 
Asphalt:
· Fatigue cracking of the asphalt surface 
· Raveling of the asphalt surface 
· Potholes 
· Settlement of the asphalt surface greater than or equal to one-half of an inch (1/2”)
· Separation of the patch from the existing pavement of more than one-quarter of an inch (1/4”) 
Gravel Streets and Other Unpaved Surfaces:
· Settlement of the surface greater than or equal to one-half of an inch (1/2”)
PART 5 – MEASUREMENT AND PAYMENT
5.1 Measurement
· Asphalt restoration measured by square yard of completed patch
· Includes sawcutting, backfill, compaction, asphalt, and traffic control
5.2 Payment
· Payment shall be full compensation for all work necessary to complete the restoration.
· No separate payment will be made for temporary patches. 
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MASTER PERMIT NUMBER:   Click or tap here to enter text.  

APPROVED  INSPECTED  

  

(THIS SECTION COMPLETED BY STAFF)         PUBLIC WORKS  DEPARTMENT  

APPLICANT INFORMATION  

APPLICANT  -   COMPANY NAME :   Click or tap here to enter text.    CONTACT PERSON :   Click or tap here to enter text.  

ADDRESS: Click or tap here to enter text.  EMAIL : Click or tap here to enter text.  

CITY/STATE/ZIP: Click or tap here to enter text.  PHONE: Click or tap here to enter text.  

OWNER INFORMATION :   Click or tap here to enter text.    ENGINEER  -   COMPANY NAME:   Click or tap here to enter text.    

PROJECT LOCATION  

ADDRESS   OR CROSS STREET(S) : Click or tap here to enter text.   WINTER PARK, COLORADO 80482  

PROJECT  DATES  

PRECONSTRUCTION MEETING DATE:  Email  ROW@wpgov.com   with  suggested date/time  to request   Preconstruction Meeting   APPROVED HOURS OF CONSTRUCTION: 7:00 AM  –   7:00 PM   ***   *** NO WORK WILL TAKE PLACE WITHIN THE DOWNTOWN CORRIDOR DURING  SPECIAL  EVENT  WEEKENDS   AS DESCRIBED IN REQUIREMENT  (F.)   BELOW ***   CONSTRUCTION START DATE: Click or tap here to enter text.   CONSTRUCTION END DATE: Click or tap here to enter text.   *Job must be  finished,   and the Right - of - Way restored to its original condition by the end date. Failure to do so is  a   violation of state and local codes.  Only one p ermit extension may be granted by calling the Public Works Department  at (970)726 - 8081x 214   or  email to ROW@wpgov.com.  

 

